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International Conference on Power Beam Processing Technologies (ICPBPT 2016) is organized by National Key Laboratory for Power Beam Processing Technologies at BAMTRI.1 The conference is an international forum for particularly interested in the fields of material processing technologies by means of power beam method, such as laser beam, electron beam, ion beam & plasma and hybrid beam techniques as well as related testing, controlling, evaluation, application and equipments, etc.2 Paper reporting research and practice, typically 3500 words in length plus figures and tables.
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Important notes for submitted manuscript:
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4. Use of SI units is mandatory. Conference publication style is to use the form S/m, A/m2, not S m-1，A m-2.

5.  The full form of any abbreviation or acronym should be given in the text when the term is first used.

6.  Figures should be cited in a single sequence throughout the text as “Fig. 1”, “Fig. 2”, …
7.  Equations and table should also be numbered in sequence and referred to in the text as, for example, “equation (1)”, and “Table 1” respectively.
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The fellow example for figure present in conference paper, as shown in Fig.1 is the one figure sample application.
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Figure 1. A sample figure ( 9 pt
Fig. 2 is the two figures application, Fig. 2a is the one figure, Fig. 2b is the other.
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(a) one figure
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(b) the other figure

Figure 2. Sample figures
Table 1 is the example for table use in paper, the font both table title and items are defined as 9 pt, Times New Roman format.
Table 1: Process index

	Process
	Material 1
	Material 2
	Material 3

	1
	11
	11
	11

	2
	11
	11
	11


The formula editor of Word software is preferred for editing equation used in the paper, as equation (1) shown.
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